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Wireless Communication
Break Away from Material Constraints

Simon Smart

* Data comes from Simon Lab

The innovative smart communication solution makes it possible that the signal
can break through the constraints of glass and metal.

More efficient and stable.
Communication distance 150m*.
Easily across any scene.
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ZigBee 3.0
Financial-grade Encryption 

 

Simon Smart

Adopt ZigBee 3.0 protocol, less energy consumption, lower latency, mature ecosystem.

Fast and stable smart interactions, easily handle complex situations.

Apply AES-128 financial-grade encryption, safeguarding user information security

and make data processing and transmission more efficient.
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Active light language Interaction
Status Clearly displayed & Controlled

Simon Smart

Scene switch: all lights on/off, clear visual feedback on the panel.

Dimming switch: stepped indication with synchronized brightness display.

Curtain switch: Progressive light language blinking, status vividly displayed.

Above smart panel models are equipped with light language indication.
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Active Infrared Detection
Everything Precisely Perceived

Simon Smart

Equipped with active infrared detection, precisely detect target position.

30cm proximity sensing,

Panels effortlessly waken up with every swing of the fingertips.
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Dual-color Indicator Design

Simon Smart

Dual-color backlight buttons, customizable engraving.

The color of the indicator is synchronized with the switch status

Orange - ON
White - OFF
Light status clearly displayed.



4241

Any Time
Free to Dim

Simon Smart

Long press the button to enter dimming mode.

Light indicator will display the current brightness of the light.

Load power 400W(LED)/gang.



Break Existing Boundary
All Functions Fully Integrated

Simon Smart

Based on the original smart switches, add 8 Gang Smart Scene Switch,

Switch+Scene Multifunction Switch 4-inch Smart Color Screen Thermostat

Integrated functions bring innovative experiences

3 Control Methods
Enjoy Free Lifestyle
Provide touch control, voice control, and APP control 3 channels of interaction,

satisfying different user preferences.

"Enjoy free lifestyle at your fingertips."
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Simon ELV

Low voltage switches integrated
with control systems 

The M7 series of low voltage switches are designed for use with the RCU bus system. 

These switches are ideal for installation in commercial or residential settings, 

such as hotels, offices, villas, and more. 

The RCU bus system controls the automation of essential functions, including curtains, lighting, heating,

air conditioning, energy management, and other smart space features. 

It intelligently transforms spaces, optimizes usage, enhances reliability, and improves energy efficiency.

Buttons and Touch Screen

Phone App Remote Control

Voice Control

Customize Scene Interaction

Support linkage with mainstream smart speakers. Smart
devices easily controlled through voice. 

Google speaker / Amazon Alexa speaker / Siri

Buttons apply micro-motion structure,
clear and firm feedback;

Touch screen with all information clearly displayed,
finger swipe and tap to control all functions

Simon Smart App supports remote controlling smart
devices, customized control settings,
and checking on device status.
"Anywhere, anytime, enables smart home control."

Based on Simon Smart ecosystem,
users can freely create exclusive life scenes.
The whole family can enjoy smart control together.
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Simon M7 Metal Smart 

2B  Brushed Grey  2A Frosted silver  2C Satin Gold 

Dimensions of Applicable Box
Plate: 86*86mm
Box: 72*72mm
Fixing Center: 60.3mm

COLOUR -2A
Frosted silver 

-2C
Satin Gold 

-2B
Brushed Grey

 

Smart Zigbee Gateway 
(LAN)

Smart Zigbee Gateway (WiFi) 1 Gang Smart Switch 2 Gang Smart Switch 

3 Gang Smart Switch 4 Gang Smart Switch 4 Gang Multifunction smart switch
(2 scene+2 switch)

*No load wires between switch and light 

*4/5-Wire Strong Current Motor *TRIAC

1 Gang Smart Scene Switch * 2 Gang Smart Scene Switch * 3 Gang Smart Scene Switch * 4 Gang Smart Scene Switch *

8 Gang Smart Scene Switch * 1 Gang Smart Curtain Switch * 2 Gang Smart Curtain Switch * 1 Gang Smart Dimming Switch 

Smart Gateway

Smart Scene Switch

Smart Curtain Switch Smart Dimming Switch

800W 200W 2X800W 2X200W

3X800W 3X200W 4X800W 4X200W
2X800W 2X200W

200W 2X200W 400W 400W
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Smart Thermostat *VRF,need customized AC gateway module

SC1 constant current Tunable WH
+ Dim driver (12W300mA36VDC)

Smart LED KC1 Tunable WH Module
Max12W60°2700-6000K

Smart Tunable white
and Dimming Set

(with Simon Smart ZigBee light) 

Dimensions of Applicable B
Plate: 86*86m
Box: 72*72mm
Fixing Center: 60.3m

ox

COLOUR -2A
Frosted silver 

-2C
Satin Gold 

-2B
Brushed Grey
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Smart Tunable white and Dimming Set(with Simon Smart ZigBee light)

*No load wires between switch and light 

*KC1 Frame required

*KC1 Frame required *Zigbee module (N6524-0412) required

N6524-0456   N6524-0457
N6524-0458   N6524-0463

*Need work with on off CV driver

*Zigbee module (N6524-0412) required *Zigbee module (N6524-0412) required

*KC1 Frame required *KC1 Frame required

Dimensions of Applicable Box
Plate: 86*86mm
Box: 72*72mm
Fixing Center: 60.3mm

COLOUR -2A
Frosted silver 

-2C
Satin Gold 

-2B
Brushed Grey

 

Smart Ventilation & VRF System
(Simon Smart,modbus)

*can be customized into FCU type

 Smart Floor Heating&VRF System
 (Simon Smart,modbus)
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Smart LED KC1 Tunable WH Module
Max12W24°2700-6000K

Smart LED KC1 Tunable WH Module
Max12W15°2700-6000K

Smart LED KC1 Tunable WH Module
Max12W36°2700-6000K

SC1 constant current Tunable WH
+ Dim driver (9W200mA36VDC)

6463

 SmartDriverCC
200mA36VDC/220-240V
ZigbeeTunableWH(9W)

 SmartDriverCC
300mA36VDC/220-240V
ZigbeeTunableWH(12W)

LED Strip SS36 24V 2x96L
8mm 12W TunableWH IP20 5M

LED Strip SS36 24V 2x96L
8mm 12W TunableWH IP65 5M

Simon smart TunableWH
ZigBee Control Module 24V 240W

Zigbee module for SC1/SV1 driver 
(Tunable WH + Dim)



Dimensions of Applicable Box
Plate: 86*86mm
Box: 72*72mm
Fixing Center: 60.3mm

COLOUR

6665

Simon M7 Gem Smart

-4E
Diamond Silver

-4D
Diamond Grey 

-4F
Diamond White 

 

4F Diamond White 4E Diamond Silver 4D Diamond Grey 
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Smart Zigbee Gateway 
(LAN)

Smart Zigbee Gateway (WiFi)

*No load wires between switch and light 

Smart Gateway

Smart Scene Switch

1 Gang Smart Switch 2 Gang Smart Switch 

3 Gang Smart Switch 4 Gang Smart Switch 4 Gang Multifunction smart switch
(2 scene+2 switch)

*4/5-Wire Strong Current Motor

1 Gang Smart Scene Switch * 2 Gang Smart Scene Switch * 3 Gang Smart Scene Switch * 4 Gang Smart Scene Switch *

8 Gang Smart Scene Switch * 1 Gang Smart Curtain Switch * 2 Gang Smart Curtain Switch * 1 Gang Smart Dimming Switch 

Smart Curtain Switch Smart Dimming Switch
*TRIAC

800W 200W 2X800W 2X200W

3X800W 3X200W 4X800W 4X200W
2X800W 2X200W

200W 2X200W 400W 400W



Smart Thermostat *VRF,need customized AC gateway module

Dimensions of Applicable B
Plate: 86*86m
Box: 72*72mm
Fixing Center: 60.3m

ox
Si

m
on
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Dimensions of Applicable Box
Plate: 86*86mm
Box: 72*72mm
Fixing Center: 60.3mm

Smart Ventilation & VRF Module
(Simon Smart,modbus)

*can be customized into FCU type

 Smart Floor Heating&VRF System
 (Simon Smart,modbus)

Si
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on
 s

m
ar

t

COLOUR -4E
Diamond Silver

-4D
Diamond Grey 

-4F
Diamond White COLOUR -4E

Diamond Silver
-4D

Diamond Grey 
-4F

Diamond White 

6867

SC1 constant current Tunable WH
+ Dim driver (12W300mA36VDC)

Zigbee module for SC1/SV1 driver 
(Tunable WH + Dim)

Smart LED KC1 Tunable WH Module
Max12W60°2700-6000K

Smart Tunable white
and Dimming Set

(with Simon Smart ZigBee light) 

Smart Tunable white and Dimming Set(with Simon Smart ZigBee light)

*KC1 Frame required

*KC1 Frame required *Zigbee module (N6524-0412) required

N6524-0456   N6524-0457
N6524-0458   N6524-0463

*Need work with on off CV driver(strip)

*Zigbee module (N6524-0412) required *Zigbee module (N6524-0412) required

*KC1 Frame required *KC1 Frame required

Smart LED KC1 Tunable WH Module
Max12W24°2700-6000K

Smart LED KC1 Tunable WH Module
Max12W15°2700-6000K

Smart LED KC1 Tunable WH Module
Max12W36°2700-6000K

SC1 constant current Tunable WH
+ Dim driver (9W200mA36VDC)

 SmartDriverCC
200mA36VDC/220-240V
ZigbeeTunableWH(9W)

 SmartDriverCC
300mA36VDC/220-240V
ZigbeeTunableWH(12W)

LED Strip SS36 24V 2x96L
8mm 12W TunableWH IP20 5M

LED Strip SS36 24V 2x96L
8mm 12W TunableWH IP65 5M

Simon smart TunableWH
ZigBee Control Module 24V 240W(strip)



Dimensions of Applicable Box
Plate: 86*86mm
Box: 72*72mm
Fixing Center: 60.3mm 
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*Dry-contact switch: can directly with other RCU
*RS485 switch: use with Simon-Bus,open protocol available for third party RCU system

Dry-contact switch with dual backlightRS485 Keycard Switch

 M7 RF Keycard switch Module
(DC12V,RS485) 

66E604M
1 Gang ELV dry contact

dual backlight switch
(DC12V)

2 Gang ELV dry contact
dual backlight switch

(DC12V)

66E641M 66E642M

4 Gang ELV dry contact dual
backlight switch

(DC12V)

6 Gang ELV dry contact dual
backlight switch

(DC12V)

66E644M

3 Gang ELV dry contact dual
backlight switch

(DC12V)

66E643M

66E645M

Simon M7 ELV Metal

 2A Frosted silver 2C Satin Gold 2B  Brushed Grey

RS485 Switch with dual backlight

Central-AC thermostat Module
(Simon-Bus,DC12V,RS485,VRF/FCU)

66E7011

1 Gang dual backlight switch module
(DC12V,RS485)

2 Gang dual backlight switch module
(DC12V,RS485)

3 Gang dual backlight switch module
(DC12V,RS485)

4 Gang dual backlight switch module
(DC12V,RS485)

8 Gang dual backlight switch module
(DC12V,RS485)

66E9001M

66E9005M

66E9002M 66E9003M 66E9004M

RS485 Thermostat

COLOUR -2A
Frosted silver 

-2C
Satin Gold 

-2B
Brushed Grey

7069



RS485 Switch with dual backlight

Central-AC thermostat Module
(Simon-Bus,DC12V,RS485,VRF/FCU)

66E7011

1 Gang dual backlight switch module
(DC12V,RS485)

8 Gang dual backlight switch module
(DC12V,RS485)

2 Gang dual backlight switch module
(DC12V,RS485)

3 Gang dual backlight switch module
(DC12V,RS485)

4 Gang dual backlight switch module
(DC12V,RS485)

66E9001G

66E9005G

66E9002G 66E9003G 66E9004G

Dimensions of Applicable Box
Plate: 86*86mm
Box: 72*72mm
Fixing Center: 60.3mm 
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LV

4F Diamond White 4E Diamond Silver 4D Diamond Grey 

RS485 Thermostat

COLOUR -4E
Diamond Silver

-4D
Diamond Grey 

-4F
Diamond White 

7271

*RS485 switch: use with Simon-Bus,open protocol available for third party RCU system

Simon M7 ELV Gem
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